Section 3

Standard Double Reduction Speed Reducers

Standard Double Reduction Speed Reducers 3-1

Sizes 20-30 through 100-240 — dimensions, ratios, ratings 3-2 through 3-29
Assembly and Mounting Positions 3-30 through 3-32
Assembly and Mounting Positions 3-30 through 3-32




3-2

Size 20-30 2.000” C.D. PRI./3.000” C.D. SEC.

Solid Shaft
Model UO shown

00 and VO configurations on page 3-30

net wt 111 |bs for all models
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Hollow Shaft
UOS net wt 120 lbs
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Model OU shown

UU and VU configurations on page 3-30
net wt 111 Ibs for all models
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OUS net wt 120 Ibs

Model OV shown

UV and VV configurations on page 3-30

net wt 108 Ibs for all models
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45— 450
PRIMARY MAY BE MOUNTED ON EITHER SIDE OF VERTICAL SECONDARY UNIT.
INPUT AND SOLID QUTPUT SHAFT MAY EXTEND ON EITHER SIDE OR BE DOUBLE EXTENDED
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OVS netwt 117 lbs

1tSEE GEARSHAFT CHART.
SET SCREW END OF HOLLOW SHAFT

MAY EXTEND ON EITHER SIDE.

Cone Drive reserves the right to improve or change product design and specifications without prior notice.
All dimensions in inches.






